CARBON STEEL BALL VALVE

TBAC-FP SERIES

Features:

TOP OILFIELD PRODUCTS

©2500/3000/5000 W.O.G.FULL PORT

®CAST STEEL BODY

®BLOW OUT PROOF STEM

ODELRIN SEAT

®|NSPECTION AND TEST:API598

®THREADS CONFORM TO ASME B1.20.1(NPT)

O®NACE MR-01-75

Parts & Materials

NO. |Description |Materia1
1 BODY ASTM A216 WCB
& 2 BODY SEAL VITON
3 ADAPTER ASTM A216 WCB
4 SEATS DELRIN
5 BALL 5420
6 STEM ASTM A276 420
7 THRUST BEARING PTFE
Pressure Temperature Ratings i STEW SPAL VTN
9 STEM SEAL VITON
g 10 STEM BEARING PTFE
11 STOP PLATE STEEL PLATE
12 PIN WITH CHAIN STAINLESS ATEEL
13 RETAINER RING SPRING STEEL
14 STOP PIN SPRING STEEL
15 HEXAGON BOLTS CARBON STEEL
16 GREASE ZERK CARBON STEEL
20 w0 w0 a0 w0 17 HANDLE DUCTILE TRON
Dimensions(in)

Size | Part # | Port |Pressure| Weight(1bs) | A | B | C | ) | E
1 TBACO6L50F FP 5000 4.74 4.03 4.00 1.03 11. 5NPT 6. 00
2" TBACO9L30F FP 3000 33.07 6. 00 5.93 2.02 11. 5NPT 10. 00

2-1/2” | TBACIOL30F FP 3000 33.07 7.00 6. 35 2. 56 SNPT 15. 00
3” TBAC11L30F FP 3000 54. 65 8.72 7.39 3.02 SNPT 20. 00
47 TBAC12L30F FP 3000 83.22 9.37 9.76 4.06 SNPT 31.50
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