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NPS Port Pressure d L H W Weight(lb)

1/4" FP 2000 0.45 2.46 2.15 3.90 0.50

3/8" FP 2000 0.49 2.46 2.15 3.90 0.60

1/2" FP 2000 0.59 2.51 2.27 4.17 0.80

3/4" FP 2000 0.79 2.95 2.47 4.76 1.20

1" FP 2000 0.98 3.55 2.80 5.91 2.10

1-1/4" FP 2000 1.26 4.02 3.08 5.91 3.00

1-1/2" FP 2000 1.50 4.56 3.58 6.50 4.80

2" FP 2000 1.93 5.31 3.93 7.09 8.10

lBLOW OUT PROOF STEM

     TOP OILFIELD PRODUCTS

TBCS SERIES

l1/4"～2":  2000 W.O.G  (FULL PORT)

STAINLESS STEEL BALL VALVE

l2PC BODY

A270

SS201

SS201

ASTM A351-CF8M

STEM

SPRING WASHER

SS316

SS304

lSEAL WELDED

Address: 9239 Alberene Dr. Houston Texas 77074

Tel: 832-480-3855, e-mail: sales@topoilfieldproducts.com

Parts & Materials

Description
BODY

BALL

PVC

THRUST WASHER

PACKING

GLAND

lPTFE/RPTFE SEAL AND PACKING

NUT

LOCKING HANDLE

HANDLE COVER

Material
ASTM A351-CF8M

SS316

lTHREADS CONFORM TO ASME B1.20.1 NPT

CAP

SEAT

116.83

143.38

Part  #

TBCS02R20W

TBCS03R20W

TBCS04R20W

lLOCKING HANDLE

lNACE MR0175

Dimensions(in)

65.05

RPTFE

RPTFE

PTFE

SS304

TBCS05R20W

TBCS06R20W

HANDLE  

TBCS07R20W

TBCS08R20W

TBCS09R20W

Torque(in·lb)

36.02

36.02

39.03

52.04

78.06

SEAL WELDED


