TOP OILFIELD PRODUCTS

BAR STOCK BALL VALVE

TBFC SERIES (1PC)
—————— Y

Vs Features:

©2000W.0.G. (REDUCED PORT)
¢1PC BODY-HEXAGON TYPE

eTHREADED ENDS COMFORM TO ASME B1.20.1(NPT)

oACCORDING TO ANSI B16.34

oINSPECTION AND TEST:AP1598
oNACE MR-01-75

2Z Part & Materials

NO. |Description |Materia|

il
W/////M o 1 BODY ASTM A108
| £ B 2 |cAP ASTM A108
3 SEAT RPTFE
%ﬁ@@% ALy 1aREA By 4 BALL $S316
) 5 STEM 55316
B Pressure Temperature Ratings 6 PACKING RPTFE
7 |THRUST WASHER RPTFE
a0 | 8 PACKING GLAND 55304
5 9 NUT A270
g 10  [HANDLE 55201
g 11 |HANDLE COVER PVC
= 12 |GASKET RPTFE
13 |SPRING WASHER 55304

Dimensions(in)

H | W | Weight(lbs)
1/4" TBFCO2R20 RP 2000 0.20 0.83 1.70 1.25 2.63
3/8" TBFCO3R20 RP 2000 0.28 0.98 1.86 1.33 2.63
1/2" TBFCO4R20 RP 2000 0.36 1.18 2.46 2.19 4.65
3/4" TBFCO5R20 RP 2000 0.49 1.42 2.75 2.42 4.65
1" TBFCO6R20 RP 2000 0.63 1.81 3.38 2.57 4.72 0.80
1-1/4" TBFCO7R20 RP 2000 0.79 2.17 3.69 2.90 5.75 1.30
1-1/2" TBFCO8R20 RP 2000 0.96 2.40 4.00 3.10 5.75 1.70
2" TBFCO7R20 RP 2000 1.26 2.95 4.50 3.54 6.00 2.50

Address: 9239 Alberene Dr. Houston Texas 77074

Tel: 832-480-3855, e-mail: sales@topoilfieldproducts.com




